
Jeff Watts Productions, Inc.                                                  BRADY HD 
 

PO Box 14867 Fort Worth, TX 76117  Voice: 817-233-6462 
 

Features and Highlights 
50 foot Expando 
Recently updated August 2013 
    
Audio       DIRECTION 
Yamaha MX 7 Console     ROSS Carbonite Switcher  - 2 ME /   32 input  
Audio DA’s      Black Storm Server – 4 Gigs storage 
Audio Patch Bays      Two Multiviewers Monitor Wall (Director / TD) 
       4 Multiviewer Monitor Wall (Producer)  
Cameras 
6 – Grass Valley LDK 3000         
3 – Clock Cameras 
1 – ENG HD camera 
 
Lenses 
2 – Fujinon 66x  
2 – Fujinon 55x 
1 – Fujinon 20x 
2 -  Canon 45x 
3 – ENG 20x (2x extender) 
 
Record and Playback 
4 in / 2 out  - Three Play System 
Wired for 6 channel EVS (provided as required) 
Sony Digibeta 
Sony Beta SP 
DVC Pro HD 
 
Recorders 
3 – DVD Recorders 
1 – AJA Ki Pro (2-500 gig drives) 
 
Communications 
RTS – ADAM KP12 System (10 positions) 
RTS – field boxes and headsets 
     
Lines 
4 – Phone lines active with KP12 RTS 
2 -  Internet Routers 
3 – USB / Wireless Card Antennas for remote internet capability 
 
Microphones 
4 – Sennheiser PxP Headsets 
4 – Daltech Talkback Boxes 
3 – Standup Sennheiser Microphones 
Other accessories as needed 
 
Graphics 
Chyron Mozaic 8.6  
TV Graphics Score Bug Box System 
 
Cable 
4000 feet of Triax 
3000 feet of DT 12 Audio 
     
Outboard Monitors 
6 – Flat Screen PXP / TOC / Press Row Monitors 
 
Converters 
AJA FS2 
UPconvert / Downconvert  AJA / Black Magic  
 
Dimensions 
52' long x 13'6" high x 20' wide, 
Tractor – 18 foot long 
 
Power 
200 amp three phase / 200 foot Cam Lock Power Cable 


